Service Bulletin

Ref. No. 2ND-0123 (I229)

Subject: 부품 교체시주의 사항 (현장 서비스를 위해 폐 토너통 장치의 슬라이더 부분을 폐기하십시오)

Model: TASKalfa 2552ci, TASKalfa 3252ci, TASKalfa 3552ci, TASKalfa 4052ci, TASKalfa 5052ci, TASKalfa 6052ci, TASKalfa 4002i, TASKalfa 5002i, TASKalfa 6002i, P8060cdn

Classification: Field measures

Timing: At Set Up, Next Visit/Service Call, Next Periodic Maintenance

Information only

Phenomenon: SC/Error, Paper Feeding/Conveying, Machine operation, Other

Type of change: Hardware, Firmware and Software, Information

The slider part of the waste toner box unit for the field service is discarded. Based on this change, when replacing with the waste toner box unit (New No.1) for the field service (The last digit of the part number [4] or later), note that detach the slider part from the waste toner box unit installed in the main unit originally and attach it to the waste toner box unit (New No.1: the last digit of the part number [4] or later). (Refer to the following field measures)

[Waste toner box unit for the field service (No.1)]

Image

<table>
<thead>
<tr>
<th>No.</th>
<th>Old Part No.</th>
<th>New Part No.</th>
<th>Description</th>
<th>Q'ty</th>
<th>Compatibility</th>
<th>Remarks</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>302ND94223</td>
<td>302ND94224</td>
<td>PARTS WTB UNIT SP</td>
<td>1</td>
<td>1</td>
<td>O</td>
</tr>
</tbody>
</table>

*1: There is no slider attached in No.1 with the last digit of the part no. [4] and later.

Field Measure: When replacing with the waste toner box unit (New No.1) for the field service (The last digit of the part number [4] or later), refer to the following No.1 and No.2 to reattach the slider part.

1. Procedure of detaching/attaching the waste toner box unit: Service manual Chapter 4 [Detaching/attaching the waste toner box unit]
2. Procedure of detaching/attaching the slider part: Refer to the page 2

First implemented timing at factory: Service parts information only.

N00104391

KYOCERA Document Solutions Inc.

CONFIDENTIAL
For authorized KYOCERA engineers only.
Do not distribute to non-authorized parties.
Procedure of detaching/attaching the slider part

<table>
<thead>
<tr>
<th>No</th>
<th>Procedure</th>
<th>Detail</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Detach the waste toner box unit from the main unit. (Refer to the service manual chapter 4 [Detaching/attaching the waste toner box unit] for the detail)</td>
<td></td>
</tr>
</tbody>
</table>
| 2  | Detach the slider part (b) by removing 2 screws (c) (M3x8) from the waste toner box unit (a) detached (Procedure 1). Attach the slider part (b) detached to the new waste toner box unit | ![Diagram of slider part detaching/attaching process]